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Proposed 
Stormwater Management System 

Operation & Maintenance Plan 

During Construction 

The Contractor shall be responsible for inspection and maintenance during 
construction. 

At all times, siltation fabric fencing, stakes and hay bales sufficient to construct a 
sedimentation control barrier a minimum of 50 feet long will be stockpiled on the 
site in order to repair established barriers which may have been damaged or 
breached. 

An inspection of all erosion control and stormwater management systems shall be 
conducted by the Contractor at least once a week and during all rain storms until 
the completion of construction. In case of any noted breach or failure, the 
Contractor shall immediately make appropriate repairs to any erosion control 
system and notify the engineer of any problems involving stormwater 
management systems. 

A rain storm shall be defined as all or one of the following: 
• Any storm in which rain is predicted to last for twelve consecutive hours or 

more. 
• Any storm for which a flash flood watch or warning is issued. 
• Any single storm predicted to have a cumulative rainfall of greater than one­

half inch. 
• Any storm not meeting the previous three thresholds but which would mark a 

third consecutive day of measurable rainfal1. 

The Contractor shall also inspect the erosion control and stormwater management 
systems at times of significant increase in surface water runoff due to rapid 
thawing when the risk of failure of erosion control measures is significant. 

In such instances as remedial action is necessary, the Contractor shall repair any 
and all significant deficiencies in erosion control systems within two days. 

The Department of Public Works shall be notified of any significant failure of 
stormwater management systems and erosion and sediment control measures and 
shall be notified of any release of pollutants to a water body (stream, brook, pond, 
etc.) or into a conveyance system to a water body. 
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The Contractor shall remove the sediment from behind the fence of the 
sedimentation control barrier when the accumulated sediment has reached one­
half of the original installed height of the barrier. 

Post-Construction 

Stormwater Management System Owner: 

The Owner, 

Three County Fairgrounds 
Fair Street 
Northampton, MA 01060 

shall own the stormwater management system. 

Party Responsihle for Operation & Maintenance: 

The Owner, 

Three County Fairgrounds 
Fair Street 
Northampton, MA 01060 

shall operate and maintain the stormwater management system. 

Inspection & Maintenance Schedule: 

1) Street Sweeping 
Street and parking area sweeping shall take place twice annually. 

2) Detention Basin (The following recommendations follow the MADEP Stormwater Policy 
guidelines.) 

Inspections 

a. Initial six months of use. 
Examine for stabilization and function, including determination of 
the duration of water standing in the basin, any sediment erosion, 
excessive compaction of soils, or low spots. 

b. Twice per year. 
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Examine basin for the following: differential settlement, cracking, 
erosion, leakage, or tree growth on embankments, condition of 
riprap, sediment accumulation, and health of turf where applicable. 

Any adverse conditions noted during any inspections shall be addressed by 
repair or reconsideration of design components. 

Mowing and General Maintenance 

Occasional mowing (2 times per year min.) shall be performed on the side 
slopes and basin bottom where turf is present. Accumulated grass 
clippings andlor organic matter and trash and debris shall be removed. 
Any clogged surface areas can be loosened by deep tilling; tilled areas 
must be immediately revegetated. Tilling may be used in this manner for 
no more than two consecutive maintenance periods. Thereafter, sediment 
in the clogged areas shall be removed, liner material replaced, and 
revegetation established. 

Dredging/Sediment Removal 

Accumulated sediment shall be removed from the basin at five (5) year 
intervals, or as required to maintain the function of the stormwater 
management system as designed. During this process and until the 
disturbed sediment has settled, the outlet pipe shall be sealed so as to 
minimize the risk of conveying sediment beyond the basin. 

3) Trench Systems 

Subsurface Trench 'A' 
Inspect for trench damage monthly. A minimum of twice annually, following 
heavy storm events and otherwise as needed perform visual inspection of all 
overflow inlets. Rake to remove leaves and debris during the spring and fall. Mow 
herbaceous plantings in spring. Replant as needed. Remove all areas of collected 
sediment following occurrence and restore to original conditions. 

Subsurface Trench 'B' 
Inspect for trench damage monthly. A minimum oftwice annually, following 
heavy storm events and otherwise as needed perform visual inspection of all 
overflow inlets. Rake to remove leaves and debris during the spring and fall. Mow 
plantings a minimum of twice annually and otherwise as needed. Add additional 
loam to cover GrassPave units and replant as needed. Remove all areas of 
collected sediment following occurrences and restore to original conditions. For 
trenches in high traffic areas, at least once every 5 years plantings and planting 
media shall be removed from GrassPave units and replaced with new. 

3 
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Subsurface Trench 'C' 
Inspect for trench damage monthly. A minimum of twice annually, following 
heavy storm events and otherwise as needed perform visual inspection of all 
overflow inlets. Rake to remove leaves and debris during the spring and fall. Mow 
plantings a minimum of once annually. Sediment shall also be removed following 
any occurrence and trench shall be restored to original conditions. 

Subsurface Trench 'D' 
Inspect for trench damage monthly. A minimum of twice annually, following 
heavy storm events and otherwise as needed perform visual inspection of all 
overflow inlets. Rake to remove leaves and debris during the spring and fall. Mow 
plantings a minimum of twice annually and otherwise as needed. Replant as 
needed. Following ring events, inspect for proper grading and remove all areas of 
collected sediment. Sediment shall also be removed following any occurrence and 
trench shall be restored to original conditions. 

Subsurface Trench 'E J 

Inspect for trench damage monthly. A minimum of twice annually, following 
heavy storm events and otherwise as needed perform visual inspection of all 
overflow inlets. Rake to remove leaves and debris during the spring and fall. 
Following events, inspect for proper grading and remove all areas of collected 
sediment. Sediment shall also be removed following any occurrence and trench 
shall be restored to original conditions. 

Subsurface Trench 'F' 
Inspect for trench damage monthly. A minimum of twice annually, following 
heavy storm events and otherwise as needed perform visual inspection of all 
overflow inlets. Rake to remove leaves and debris during the spring and fall. 
Following ring and track events inspect for proper grading and remove all areas of 
collected sediment including along the concrete gutter. Ensure a concrete curb and 
gutter at all times. Following periods of heavy sediment accumulation (1/2"+), 
sediment and debris shall be removed to the concrete pavers and the area shall be 
replanted to fill disturbance. At least once every 10 years, all plant material and 
planting media shall be removed from the concrete paver units and replaced. 

Subsurface Trench 'G' 
Inspect for trench damage monthly. A minimum of twice annually, following 
heavy storm events and otherwise as needed perform visual inspection of all 
overflow inlets. Maintain visible concrete walk at all times 'non-cleaning' times. 
During barn cleaning, all inlet grates shall be replaced with a solid cover until 
manure and other debris has been removed. Following all events inspect for 
proper grading and remove all areas of collected sediment. Sediment shall also be 
removed following any occurrence and trench shall be restored to original 
conditions. 

4 
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4) Hooded Catch Basin and/or Drain Manhole with Sump 

Oil and water separators should be inspected at least four times per year and 
cleaned annually or more often if required. Oil and sediments should be removed 
and disposed of in accordance with local, state and federal guidelines and 
regulations. In the case of an oil or bulk pollutant release, the system must be 
cleaned immediately following the spill and the proper authorities notified. 

5) Stormwater Treatment Chambers 

The Storrnwater Treatment System requires minimal routine maintenance; 
however, it is important that the system be properly inspected and cleaned when 
necessary in order to function at its best. The rate at which the system collects 
pollutants will depend more heavily on site activities than the size of the unit, e.g. 
heavy winter sanding will cause the grit chamber to fill more quickly, but regular 
sweeping will slow accumulation. The water quality treatment system shall 
consist ofVortechs or equal treatment chambers. For more detail of how the 
Vortechs should be maintained see the Vortechs Owner Manual. 

6) Snow Removal & Management Plan 

General 

The storrnwater management system is designed to accommodate volumes from 
snow melt. Since plowed snow from paved surface may contain salts, sediment, 
oils and various pollutants, all snow melt from vehicular areas on the site shall be 
routed through the drainage system or removed from the site. 

Principles 

1. The Owner shall provide a copy of this plan and a schedule or vehicle rotation 
scheme to plowing contractors such that plowing may occur in an efficient 
manner. This may be altered based on employee schedules or severity or 
frequency of snow events. 

2. No such snow shall be dumped or stockpiled directly into any resource area or 
within any area such that untreated snow melt may enter a resource area. 

3. Snow removed from the site shall be disposed of such that it or its melt will 
have no adverse effect on other resource areas. 

4. The Owner shall use alternative eco-friendly solutions throughout the site in 
place of standard de-icing materials. 

5 
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5. The Conservation Commission and DPW shall be notified where a violation of 
this plan occurs. 

7) Drainage Swale 

a. The areas around and in the swale shall be mowed at least once per growing 
season to prevent establishment of woody growth and other undesirable 
plants that inhibit proper performance. Grass vegetation should not be cut 
shorter than 4". It is important not to engage in excessive mowing 
operations, as this keeps the grass too short and decreases the efficiency of 
the vegetation to reduce runoff borne sediments and velocities. 

b. Sediment and debris shall be removed manually at least once per year before 
the vegetation is adversely impacted. 

6 



INSPECTION AND MAINTANENCE REPORT FORM Three County Fairgrounds, Northampton, MA 

Inspection Schedule: 
FORM TO BE COMPLETED PER SCHEDULE PRESENTED IN OPERATION & 

MAINTENANCE PLAN 

Inspector's Qualifications: 

Since Last Rainfall: 
Amount of Last Rainfall 

Catch Basins 

I Is Surface Runoff Are Sediment Are Catch Basin 
Traps Outlet Hoods Depth of Are Any 

CB 
. Being Directed to 

Installed at Installed and Sediment in Correction 
Catch Basins Catch Basin Working Basin Sump Measures 

Properly Inlets Properly Required 

CB#1 

CB#2 

CB#3 

CB#4 

CB#5 

CB#6 

CB#7 

CB#8 

CB#9 I 
I 

Maintenance Required: 

The Berkshire Design Group, Inc. Page 113 
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STRUCTURAL CONTROLS -CON'T 

Stormwater Treatment Chambers 

Is Surface Runoff Being 
Are Any Correction 

SWTC Directed Through SWTS Depth of Sediment in Basin Sump 
Properly Measures Required 

SWTC 
#1 

SWTC 
#2 

SWTC 
#3 

Maintenance 

To Be Performed On or Before: 

renc ;ys ems T h S t 
Depth of 

Are Any ! 

Structure 
Is System Working 

Sediment in 
Correction 

Additional Notes 
Properly 

Trench 
Measures 
Required 

A 

B 

C 

D 

E 

F 

G 

Surface Stormwater Detention Basin 

Is Is Stormwater 
I 

Is Erosion Is There Any I 
Stormwater Being Detained Depth of Stabilization Evidence of 

Entering and Discharged Sediment Properly Installed Erosion Or Is Mowing 
Basin Properly & Maintained 

unintended Required 
Correctly Flow Patterns 

Maintenance 

To Be Performed By: I On or Before: 

The Berkshire Design Group, Inc. Page 2/3 
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Infiltration Basin 

Is Is Stormwater Is Erosion 
Is There Any 

Stormwater Being Detained Depth of Stabilization 
Evidence of 

Entering Erosion Or Is Mowing 
Basin 

and Discharged Sediment Properly Installed 
unintended Required 

Correctly Properly & Maintained 
Flow Patterns 

Maintenance 

OTHER CONTROLS 

List Other Miscellaneous Controls and Observations 

Item Describe Failurellnadequate Control Describe Recommended Remedy 

I 

To Be Performed By: I On or Before: 

The Berkshire Design Group, Inc. Page 3/3 
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Plan 
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Long Term Pollution Prevention Plan 

This plan was developed in compliance with the Massachusetts Department of 
Environmental Protection Stonnwater requirements. 

Good Housekeeping 
The proposed site is designed to maintain high water quality treatment for all runoff. A 
general maintenance plan has been prepared and will be followed in a strict and complete 
manner as required. 

Spill Prevention Plan 
No hazardous materials are will be stored on site. However the following spill prevention 
plan will be incorporated into the Long Tenn Pollution Prevention Plan: 

• Manufacturers' recommended methods for spill cleanup will be clearly posted and 
site personnel will be made aware of the procedures and the location of the 
infonnation and cleanup supplies. 

• Materials and equipment necessary for spill cleanup will be kept in the on-site 
material storage area. Equipment and materials will include, but is not limited to, 
brooms, dust pans, mops, rags, gloves, goggles, kitty litter, sand, sawdust and 
plastic and metal trash containers specifically for this purpose. 

• All spills will be cleaned up immediately after discovery. 
• The spill area will be kept well ventilated and personnel will wear appropriate 

protective clothing to prevent injury from contact with a hazardous substance. 
• Spills of toxic or hazardous material will be reported, regardless of size, to the 

Massachusetts Department of Environmental Protection at 888-304-1133. 
• Should a spill occur, the spill prevention plan will be adjusted to include measures 

to prevent another spill and to cleanup up the spill should another occur. A 
description of the spill, along with the causes and cleanup measures will be 
included in the updated spill prevention plan. 

• The construction superintendent responsible for daily operation on the 
construction site will be the spill prevention and cleanup coordinator. The 
superintendent will designate at least three site personnel to receive spill 
prevention cleanup and training. These individuals will each become responsible 
for a particular phase of prevention and cleanup. The names of responsible spill 
personnel will be posted in the material storage area and in the on-site job trailer. 

Storm water BMP Maintenance 
A full stonnwater operation and maintenance plan has been prepared (see Appendix D of 
this report) in order to ensure that the system will function properly throughout the year. 

Landscape and Lawn Maintenance 
Routine mowing and associated maintenance of all landscape features will occur weekly 
or as needed to prevent excessive growth and debris from occurring on site. 
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Solid Waste Management 
Solid waste is handled on site and will comply with all requirements on a local, state, and 
federal level. 

Parking/Road Area Maintenance 
Street sweeping shall occur 2-4 times per year. A snow management plan has been 
prepared (see Appendix D) to prevent reduce impacts of dirty snow on the resource area. 

Training 0/ Staff 
All personnel on site will be well briefed on all requirements for implementing the Long 
Term Pollution Prevention Plan. 

Emergency Contact/or Implementing Long Term Pollution Prevention Plan 

Three County Fairgrounds 
Fair Street 
Northampton, MA 01060 
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